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1. PERIMETER EROSION BARRIER SHALL BE INSTALLED AT LOCATIONS SPECIFIED IN THE
PLANS
AT THE TOE OF SLOPE OR INSIDE THE RIGHT-OF-WAY WHICHEVER IS CLOSER TO THE
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685 CENTERLINE, OR AS DIRECTED BY THE ENGINEER PRIOR TO THE START OF ANY EARTHWORK,
CULVERT, OR STORM SEWER CONSTRUCTION.
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THE PERIMETER EROSION BARRIER SHALL REMAIN IN PLACE UNTIL ALL DISTURBED AREAS

HAVE BEEN STABILIZED WITH VEGETATION, AT THIS TIME, THE PERIMETER EROSION

BARRIER SHALL BE REMOVED AND AREAS DAMAGED BY THE FENCE INSTALLATION RESTORED.

3. ALL VEGETATIVE AND STRUCTURAL EROSION CONTROL PRATICES SHALL BE CONSTRUCTED AND
MAINTAINED IN ACCORDANCE WITH THE MININUM STANDARD AND SPECIFICATIONS OF THE -
“TECHNICAL REFERENCE MANUAL" OF THE LAKE COUNTY STORMWATER MANAGEMENT SR R
COMMISSION,
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THE "ILLINOIS PROCEDURES AND STANDARDS FOR URBAN SOIL EROSION AND SEDIMENTATION e -1- oo - - - - -
675 = CONTROL,”” AND THE "“STANDARDS AND SPECIFICATIONS FOR SOIL EROSION AND SEDIMENT [N PRSI T TN B =241 ) ' I B 675
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4, ALL TEMPORARY AND PERIMETER EROSION AND SEDIMENT CONTROL MEASURES SHALL BE - . - o S e R e e e e INVE- 66612
INSPECTED PERIODICALLY AND AFTER EACH RUN-OFF-PRODUCING RAINFALL EVENT TO T : : ol
670 ASSURE CONTINUED PERFORMANCE OF THEIR INTENDED FUNCTION, THE MAINTENANCE AND

PROFILE SurvEvED
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REPLACEMENT OF EROSION AND SEDIMENT CONTROLS, WHEN DIRECTED BY THE ENGINEER, : : g ; 1 e s T20P7
SHALL BE PAID FOR AS MAINTENANCE OF TEMPORARY EROSION CONTROL SYSTEMS. 1. THE MAINTENANCE AND REMOVAL OF ALL EROSION CONTROL MEASURES INVOLVING “ROLLED R S R
EXCELSIOR OR STRAW” AND THE CLEARING OF ACCUMULATED SILT SHALL BE PAID FOR AS
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5.  SOIL STOCKPILES SHOULD BE STABILIZED OR PROTECTED WITH SEDIMENT TRAPPING MAINTENANCE OF TEMPORARY EROSION CONTROL SYSTEMS.
URES

MEASURES.
665 ALL DRAINAGE STRUCTURES NOT WITHIN THE TRAVEL F.OADWAY ARE TO BE SURROUNDED BY
T 6. GRAVEL BASE ON AREAS TO BE PAVED SHOULD BE APPLIED AS SOON AS POSSIBLE AFTER INLET PROTECTION AND SHALL BE CONSTRUCTED AS PER

FINAL ROADWAY GRADING HAS TAKEN PLACE. 1.D.0.T. STANDARD 2800i-02, OR AS DIRECTED BY THE ENGINEER.
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- 7. PERMANENT OR TEMPORARY SOIL STABILIZATION SHOULD BE APPLIED TO DENUDED AREAS 12. INLET PROTECTION ARQUND PROPOSED DRAINAGE STRUCTURES SHALL BE LEFT 16[0°CU YD/]

660 WITHIN 14 DAYS TO DENUDED AREAS WHICH MAY NOT BE AT FINAL GRADE BUT THAT WILL IN PLACE UNTIL VEGATION IS ESTABLISHED, OR AS OTHERWISE DIRECTED BY THE
REMAIN UNDISTURBED FOR MORE THAN 21 DAYS. ENGINEER.
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8. ALL PERMANENT LANDSCAPING SHOULD BE SCHEDULED AS SOON AS POSSIBLE AFTER ALL 13. SEDIMENT AND MUD DEPOSITS SHALL BE REMOVED FROV THE ROADWAY AT THE END OF EACH - oS ISttt Bttt ittt el e
WORK IS COMPLETED IN A PARTICULAR AREA. CONSTRUCTION SHOULD BE SCHEDULED TO WORK DAY BY SHOVELING AND/OR SWEEPING. ohn
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MINIMIZE THE LENGTH OF TIME A PARTICULAR AREA HAS BEEN DENUDED.
14, A COPY OF THE APPROVED SOIL EROSION CONTROL PLAN SHALL BE ON THE CONSTRUCTION
9.  ALL DISTURBED AREAS SHALL DRAIN TO APPROVED EROSION AND SEDIMENT CONTROL th AT ALL TIMES.
DEVICES AT ALL TIMES DURING LAND-DISTURBING ACTIVITIES UNTIL FINAL 1
STABILIZATION IS ACHIEVED.

650 sl 10, TEMPORARY DITCH CHECKS SHALL BE PLACED, AS DESCRIBED IN THE PLANS AND 1 : :
MEETING THE APPROVAL OF THE ENGINEER, AS CONSTRUCTION PROGRESSES - R e 850
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